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EN3 CO2 TYPE FIRE EXTINGUISHER

TECHNICAL SPECIFICATION

FEX 180 FEX 182 FEX 181 FEX 183

Code No. FEX182 FEX183 FEX180 FEX181 FEX177

Material Steel Steel Aluminium Aluminium Chromium Molybdenum 
Steel

Extinguisher Type 2 kg 5 kg 2 kg  5 kg 5 kg

Fire Rating 34B 55B 34B 55B 89B

Operating Temperature

Operating Pressure 70 bar at 20oC 70 bar at 20oC 70 bar at 20oC 70 bar at 20oC 70 bar at 20oC

Cylinder Specification 97/23/EC 97/23/EC 97/23/EC 97/23/EC 97/23/EC

Height 625 mm 770 mm 575 mm 695 mm 740 mm

Full Weight 8.4 kg 15.8 kg 6.1 kg 12 kg 14.5 kg

Empty Weight 6.4 kg 10.8 kg 4.1 kg 7 kg 9.5 kg

Discharge Time 6 secs 9 secs 6 secs 9 secs 9 secs

Range of Throw 4-5 m 4-5 m 4-5 m 4-5 m 4-5 m

Carton Size 220 x 180 x 650 mm 230 x 245 x 780 mm 180 x 200 x 530 mm 230 x 240 x 720 mm 230 x 245 x 780 mm

Cylinder Test Pressure

-20oC to 60oC

250 bar

EN3 approved
Colour coded for instant recognition
Available in aluminium and light weight steel
Easy to use and leave no messy residue

vijay.n
Highlight


