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SELF ADHESIVE 
GRIP NAILS

2.50 mm Diameter 
Electrogalvanized

NAIL

 (Min): 1⅜” (Max): 2”
BASE DIMENSION

Double Sided PE Foam
BASE GASKET

Galvanized Steel 
Sheet

BASE METAL 
Rubber Based 
Adhesive

GASKET ADHESIVE
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l Velocity*
Dimensions

A B C D E

0 - 2500 FPM 3" 12" 4" 6" 18"

(0 - 27.7 MPS) (76.2) (305) (102) (152) (457)

2501 - 6000 FPM 3" 6" 4" 6" 16"

(12.7 - 30.5 MPS) (76.2) (152) (102) (152) (406)

Self Adhesive Grip Nails

PRODUCT & APPLICATION:

Grip Nails are Self Adhesive Fasteners. They 
are widely used in Heating. Ventilation and 
Air Conditioning Systems, primarily for fixing 
external thermal insulation and internal 
acoustic liner onto the duct surface.

INSTRUCTIONS FOR USE:

Following instructions need to be complied 
to achieve optimum performance from the 
Crayford Insulation Grip Nails.
•	 Clean the surface, which will receive the 

insulation grip nail.
•	 Comply as per the figure the spacing of the 

grip nails to have maximum and uniform 
adherence over the duct surface.

•	 Fix the washer tightly over the insulation 
after the insulation roll / boards are laid out.

•	 For external insulation application, it is 
recommended that the bottom and side 
surfaces of duct use grip nails to prevent 
sagging of the insulation blanket.

APPLICATION:

Grip Nails are Self Adhesive Fasteners used 
to fix thermal insulation or acoustic liner 
onto the duct surface, internally or externally. 
Together with duct insulation adhesive, 
these grip nails hold the insulation firmly, not 
allowing any sagging and thereby preventing 
any condensation. However care needs to be 
taken for a proper insulation selection in line 
with the local climate conditions.

Product 
Code

Base 
Dimension

Nail 
Length

Quantity  
(pleces/box)

Insulation 
Thickness

SAGN 1 - 112 1 3/8” 1 1/2” 1000 1”
SAGN 1 - 134 1 3/8” 1 3/4” 1000 1 1/2”
SAGN 1 - 200 1 3/8” 2” 1000 1 1/2”
SAGN 1 - 212 1 3/8” 2 1/2” 1000 2”

SAGN 2 - 034 2” 3/4” 500 1/2”
SAGN 2 - 114 2” 1 1/4” 500 1”
SAGN 2 - 134 2” 1 3/4” 500 1 1/2”
SAGN 2 - 200 2” 2” 500 1 1/2”
SAGN 2 - 212 2” 2 1/2” 500 2”
SAGN 2 - 412 2” 4 1/2” 500 4”
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