Ultrasonic heat meter ULTRAHEAT? in short design with thread connection

incl. temperature sensor Pt 500, M 10 x 27.5 mm, type DS to EN1434 for direct mounting, cable length
1.5 m (7B) or 5 m (7C), return sensor integrated in volume measuring unit. Removable calculator, with
1m control cable, Installation in return, plus a pair fittings and a mounting element for the sensor in flow.

Nominal |Overall length Connection  [Nominal Order No.

size mm Pressure

Jp (QN) PN

Jp 0,6 190 G1 16 2WR6071-7BBxx-xxxx
g, 1,0 190 G1 16 2WR6171-7BBxX-XXxXX
Op 1,5 190 G1 16 2WR6231-7BBxx-xxxx
Op 2,5 130 G1 16 2WR6361-7BBxx-xxxx
dp 2,5 190 G1 16 2WR6381-7BBxx-Xxxxx
d, 0,6 190 G1 16 2WR6071-7CBxx-Xxxx
0, 1,0 190 G1 16 2WR6171-7CBxx-Xxxx
g, 1,5 190 G1 16 2WR6231-7CBxx-Xxxx
0 2,5 130 G1 16 2WR6361-7CBxx-Xxxx
0p 2,5 190 G1 16 2WR6381-7CBxx-XxXx
Mounting element for temperature sensor DS, M 10 x 1 mm (WZT-A12

1/2", with Cu seal

Fitting R 3/4 " with seals pair WZM-E1

Ultrasonic heat meter ULTRAHEAT? in short design with thread connection

incl. temperature sensor Pt 500, O 5,2x45 mm for protection pocket, cable length 1.5 m (7H) or 5 m (7J),
return sensor integrated in volume measuring unit. Removable calculator, with 1m control cable,
Installation in return, plus a pair fittings and a protection pocket.

Nominal size |Overall length |Connection |Nominal Order No.
gp (QN) mm Pressure
PN

dp 0,6 190 G1 16 2WR6071-7HBxx-XXXX
0p 1,0 190 G1 16 2WR6171-7HBxXX-XXXX
Op 1,5 190 G1 16 2WR6231-7HBxx-XXxx
0 2,5 130 G 16 2WR6361-7HBxx-XXXX
s 2,5 190 G1 16 2WR6381-7HBxx-XXXX
g, 0,6 190 G1 16 2WR6071-7JBxx-xxxx
g, 1,0 190 G1 16 2WR6171-7JBxx-xxxx
0o 1,5 190 G1 16 2WR6231-7JBxx-xxxx
0 2,5 130 G1 16 2WR6361-7JBxx-xxxx
dp 2,5 190 G1 16 2WR6381-7JBxx-xxxx
Protection pocket G 2B MS, @ 5.2 x 35 mm WZT-M35
for temperature sensors @ 5 x 45 mm
Fitting R 3/4 " with seals pair WZM-E1
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