HEAVY SADDLE

PRODUCT TECHNICAL DESCRIPTION:
® Used to mount plain or insulated pipes.

® Electrogalvanized as per ASTM B 633 Standards

Pé°odd“e°t Size (inches) D'zmﬁ;er ‘ A (mm) ‘ B (mm)
SE-UC 01 1/2" 22 M6 16 X 1.6
SE-UC 02 3/4" 28 M6 16X 1.6
SE-UC 03 1" 35 M6 16X 1.6
SE-UC 04 11/4" 42 M6 16 X1.6
SE-UC 05 11/2" 48 M6 16 X 1.6
SE-UC 06 - 54 M6 16X 1.6
SE-UC 07 2" 60 M6 16X 1.6
SE-UC 08 - 67 M6 16 X 1.6
SE-UC 09 21/2" 75 M6 16 X 1.6
SE-UC 10 - 82 M6 16X 1.6
SE-UC 11 3" 90 M6 16 X 1.6
SE-UC 12 31/2" 100 M6 19X 2.0
SE-UC 13 - 108 M6 19X 2.0
SE-UC 14 4" 115 M6 19X 2.0
SE-UC 15 - 126 M6 19X 2.0
SE-UC 16 5" 140 M6 19X 2.0
SE-UC 17 - 148 M6 19X 2.0
SE-UC 18 - 155 M6 19X 2.0
SE-UC 19 6" 167 M6 19X 2.0
SE-UC 20 - 179 M6 25X 2.0
SE-UC 21 - 190 M6 25X 2.0
SE-UC 22 - 205 M6 25X 2.0
SE-UC 23 8" 219 M8 25X 2.0
SE-UC 24 - 230 M8 25X 2.0
SE-UC 25 - 241 M8 25X 2.0
SE-UC 26 - 263 M8 25X 2.0
SE-UC 27 10" 273 M8 25X 2.0

Measurements are subject to 5% tolerance
Other Sizes available on request
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