
Components of the SecuriLine eXtended 

8.1.6 USB 502-20 universal base with an illuminated ring 
The USB 502-20 is used for connecting the SecuriStar detector family. The integrated illuminated 
ring which is visible from all sides in the vicinity of the shadow gap area is actuated via the alarm 
output and flashes red in the event of an alarm. 

 
Fig. 118  

USB 502-20 

  
8.1.7 LKM 593X ventilation duct detector 
The LKM 593X is suitable for use in locations with high air velocity and strong smoke dilution, e.g. 
in air-conditioning and ventilation ducts. It consists of a plastic housing with built-in smoke detec-
tor and can be used with air velocities of 1 to 20 m/s. The housing is fitted with a clear cover so 
that the alarm LED of the smoke detector is visible from outside. 

 
Fig. 119  

LKM 593X 

  
8.1.8 BX-SOL loop siren 
The BX-SOL is for audibly signalling a fire alarm in interior rooms (environmental category type A 
compliant with EN 54-3) and is available in red or white. Three different sounds can be selected 
from the control panel (also during operation). The volume can be adjusted with the software. 

 
Fig. 120  
BX-SOL 

  
8.1.9 BX-FOL loop flashlight 
The BX-FOL is for visually signalling a fire alarm in interior rooms (environmental category type A 
compliant with EN 54-3) and is available in red or white. The flash rate and light intensity adjust-
ment is done with the software. 

 
Fig. 121  
BX-FOL 

  
8.1.10 MCP 545X manual call point 
The MCP 545X is for manually triggering a fire alarm. It is tested and approved in compliance with 
EN 54-11; the MCP 545X is a type A (direct triggering) device. It is available in red and other col-
ours and designs (protection class etc.). 

 
Fig. 122  

MCP 545 X N  

  
8.1.11 MCP 535X manual call point 
The MCP 535X is for manually triggering a fire alarm. It is tested and approved in compliance with 
EN 54-11; the MCP 535X is a type B (indirect triggering) device. It is available in red and other 
colours and designs (protection class etc.). 

 
Fig. 123  
MCP 535 

  
  

45/55 SecuriFire, System Descripton, T811167 en a  

JERSEY
Highlight

JERSEY
Highlight


