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Model FAL 245
Extruded Aluminium Louver   
▲ Stationary Blade ▲ 50mm (2” deep) ▲ 45° Blades

Introduction  

Model FAL245, fixed blade non-drainable louvers feature 6063-T5 extruded 
aluminium blades positioned at a 45° angle for protection against rainwater 
and optimizing air performance in a compact, streamlined unit. 

Louvers are designed for both intake and exhaust air service for commercial & 
Industrial applications.

Construction

Louver Dimensions

Features

•	 Extruded aluminium construction with attractive, durable finish. 

•	 Fixed blade non-drainable louvers

Notes
Nominal deductions of 6mm will be made to the opening size given.

Larger sizes will be manufactured in sections and to be installed in the field by others with appropriate mullion and aessories as requierd.

Options
•	 Perimeter flanges, mounting angles Standard flanges are 38mm (1.5”)

•	 Other flange sizes are available.

•	 Bird Screens in Aluminium, Galvanized Steel or Stainless Steel

•	 Aluminium pre-filters 25mm / 50mm thick

•	 Insect screens

•	 Blank Off plates. 

•	 Visible Formed aluminium mullions

•	 PVDF coatings available.

•	 Powder Coated to any RAL color.

Product Data Sheet

Construction Standard

Frame Material Extruded aluminium, 6063-T5/T6 alloy.

Frame Thickness 2mm (0.081”) thickness 

Blade Material Extruded aluminium, 6063-T5/T6 alloy.

Blade Thickness 2mm (0.081”) thickness 

Louver Depth 50mm (2") 

Screens 12mm x 12mm (1/2" x 1/2") x 2mm thick wire mesh 

Finish Powder coated to RAL9010

Model Minimum Panel Size Maximum Single Panel

FAL 245 200mm x 200mm 
(8"x 8")

1800mm x 2400mm 
(72" x 96")

2400mm x 1800mm 
(96" x 72")
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Model FAL 245
Extruded Aluminium Louver 

▲ Stationary Blade ▲ 50mm (2” deep) ▲ 45° Blades

Free Area 7.22 sq.ft. co.669 sq. meter = 45% for 48” (W) x 48” (H) sample tested in accordance with AMCA Standard 500-L. 

Beginning Point of Water Penetration: 3.78 m/s (748 fpm)

Ratings do not include the effect of bird screen

Pressure Drop

Free Area (sq. mts)

Air Performance - pressure drop testing was conducted in accordance with AMCA Standard 500-L “Laboratory Methods of Testing Louvers for Rating ”.
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300 0.034 0.052 0.069 0.086 0.103 0.120 0.138 0.155 0.172 0.189 0.206 0.224 0.241 0.258 0.275

450 0.057 0.086 0.114 0.143 0.171 0.200 0.229 0.257 0.286 0.314 0.343 0.372 0.400 0.429 0.457

600 0.080 0.120 0.160 0.200 0.240 0.280 0.320 0.360 0.400 0.440 0.480 0.520 0.559 0.599 0.639

750 0.102 0.153 0.204 0.256 0.307 0.358 0.409 0.460 0.511 0.562 0.613 0.664 0.716 0.767 0.818

900 0.125 0.188 0.251 0.314 0.376 0.439 0.502 0.565 0.627 0.690 0.753 0.816 0.878 0.941 1.004

1050 0.146 0.220 0.293 0.366 0.439 0.512 0.586 0.659 0.732 0.805 0.878 0.951 1.025 1.098 1.171

1200 0.167 0.251 0.335 0.418 0.502 0.586 0.669 0.753 0.836 0.920 1.004 1.087 1.171 1.255 1.338

1350 0.192 0.289 0.385 0.481 0.577 0.673 0.770 0.866 0.962 1.058 1.154 1.250 1.347 1.443 1.539

1500 0.216 0.324 0.432 0.540 0.648 0.756 0.864 0.972 1.080 1.188 1.296 1.405 1.513 1.621 1.729

1650 0.238 0.357 0.475 0.594 0.713 0.832 0.951 1.070 1.188 1.307 1.426 1.545 1.664 1.783 1.901

1800 0.259 0.389 0.519 0.648 0.778 0.908 1.037 1.167 1.296 1.426 1.556 1.685 1.815 1.945 2.074

1950 0.272 0.408 0.544 0.680 0.816 0.951 1.087 1.223 1.359 1.495 1.631 1.767 1.903 2.039 2.175

2100 0.293 0.439 0.586 0.732 0.878 1.025 1.171 1.317 1.464 1.610 1.757 1.903 2.049 2.196 2.342

2250 0.314 0.470 0.627 0.784 0.941 1.098 1.255 1.411 1.568 1.725 1.882 2.039 2.196 2.352 2.509

2400 0.335 0.502 0.669 0.836 1.004 1.171 1.338 1.506 1.673 1.840 2.007 2.175 2.342 2.509 2.677

Product Data Sheet


