INSULATION SHEETS & PIPES
IDEAL FOR AIR CONDITIONING &
INDUSTRIAL THERMAL
INSULATION APPLICATIONS.

Isoline c1nrolis

Applications:
Air Conditioning
Refrigeration

Ozone Depletion of zero
u =4000

DIN 1988/7 Supervised
HCFC - CFC Free

\

Fire: Class 1 BS 476 Pt 7 1997

N

Isolinecinrolis
Adhesive rolls

Applications:

LOW FLAME SPREAD

When fire tested ISOLINE C1n does not
generate flaming droplets and a low flame
spread archieving a fire performance of
Class 1.

' K -
INSULATION,
GROUP.

HIGH WATER VAPOUR
DIFFUSION RESISTANCE

ISOLINE Cin closed cell elastomeric
insulation has a high water vapour diffusion
resistance factor u, that minimizes water
vapour penetration, giving excellent long
term performance.

VERY LOW THERMAL
CONDUCTMITY

ISOLINE C1n thermal conductivity is
A +20°C = 0.040W/(m-K), A 0°C =
0.038W/(m-K). The thermal conductivity
coefficient is the most important factor in
calculation focused on energy saving.
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TECHNICAL SPECIFICATIONS

K-FLEX ISOLINE

ISOLINE PACKING DATA

PARAMETER K-FLEX 06mm Isoline Tubes: Length - 1.83 Mitr. (6ft) 09mm Isoline Tubes: Length - 1.83 Mir. (6ft)
SPECIFICATION
Tube Sizes | Pcs./Box Meter / Box Tube Pcs./ Meter / Box
Material Microcellular Closed cell Elastomeric 06 x 06 250 457.50 Sizes Box
Nitrile Rubber Insulation 09 x 06 166 285.48
06x 10 200 366.00
Temperature Range +85 Deg C to - 40 Deg C 06 %12 150 27450 09x10 120 219.60
Thermal Conductivity (A) @ 20 Deg - 0.040 W/m Deg K 06 x 15 120 219.60 09x12 | 198 183.00
:g:ﬁzg)snnmszm 2)-ENISO 8497(DIN | @ 49 Deg - 0.042 W/m Deg K PR o 183.00 09x15 80 164.70
Water Vapour Diffusion Resistance 06 x 22 90 164.70 09x19 78 131.76
1 Moisture Resistance Factor > 4,000 09 x 22 64 117.12
EN12086 (DIN 52615) 06 x 25 80 146.40 P P
X .
Fire Performance Class “1” 06 x 28 72 131.76 8
BS476 Part 7 06 x 30 56 102.48 09x 28 49 89.67
Reaction to Fire Self Extinguishing, does not drip 06 x 32 56 102.48 09x30 42 76.86
09x 32 42 76.86
Resistance to Building Material Very good 06 x 35 48 87.84
09x 35 38 65.88
0zone Depletion Potential Zero 13mm Isoline Tubes: Length - 1.83 Mir. (6ft) 09 x 42 39 54.90
Health Aspects gggt/:ggcﬁgfeffee Tube Sizes | Pcs./Box |  Meter / Box 09x48 28 51.24
13 x 06 190 201.30 :
Emission of Volatile Organic Com- VOC /SVOC Free ¢ i % 438
pound (VOC) 13x10 90 164.70 09 x 54 21 38.43
Nominal Density 40-60 kg/ m3 13x12 68 131.76 09 x 60 20 36.60
Thickness Tolerance Tolerance 13x15 68 115.29
For 06mm, 09mm thickness e a0 mm 13x 19 56 102.48 19mm Isoline Tubes: Length - 1.83 Mtr. (6ft)
For 13mm, 19mm thickness ¥ e
3 e g 13x 22 49 87.84 Tube Sizes | Pes./Box Meter / Box
*Company reserves the right to change the specifications of the material.
13x25 42 76.86 19 x 06 49 89.67
Isoline Sheet - CLASS “1” 13x28 36 65.88 19x10 48 76.86
Thickness e (Widr::I:(sLI::gth) Total Sqm 13x30 30 54.90 19x12 36 65.88
mm Mir x Mir Per Roll Sqm 13x32 30 54.90 19x15 36 65.88
06 Roll 1.2x30 36.00 13x35 30 54.90 19x19 30 54.90
09 Roll 1.9%20 24.00 13x42 25 45.75 19x22 28 45.75
13 Roll 19x14 16.80 13x48 20 36.60 19x25 20 36.60
16 Roll 12x12 14.40 13x 51 20 36.60 19x28 28 36.60
19 Roll 12%10 12.00 13x54 20 36.60 19x30 20 36.60
13x 60 18 32.94 19x32 20 36.60
13x67 15 27.45 19x35 16 29.28
13x73 13 23.79 19 x 42 16 29.28
13x76 12 21.96 19x 48 15 27.45
13x80 12 21.96 19 x 51 12 21.96
13x89 12 21.96 19x 54 12 21.96
19 x 60 12 21.96
Authorised Retails Channel Partner
19 x 67 9 16.47
19x73 9 16.47
‘ = 1w Wyl Pl p—W)—la 19X 76 8 14.64
ISOLINE C1n Jerseymep 1980 8 14.64
is specifically produced for the insulation 19x 89 8 1464

of air conditioning application, meeting
all necessary requirement in terms of
dimension, structure (flexible and easy to
install) cleanliness and cost effective.
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